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GENESEE STREET EXISTING TYPICAL SECTION
STA. 0+00% TO STA. 3+27

GENESEE STREET
BASELINE

VARIES 20’-0" TO 29'-0"

VARIES 20°-0" TC 29'-0"

MATCH EXIST.

GENESEE STREET EXISTING TYPICAL SECTION
STA. 0+00# TO STA. 3427

EXISTING CONDITIONS:

HOT-MIX ASPHALT SURFACE AND BINDER COURSE, (3” & VARIES)
HOT-MIX ASPHALT BASE COURSE, (DEPTH VARIES)

PORTLAND CEMENT CONCRETE BASE COURSE

SUB-BASE GRANULAR MATERIAL

HOT-MIX ASPHALT SHOULDERS

COMBINATION CONCRETE CURB AND GUTTER

BARRIER CURB

RETAINING WALL
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PROPOSED IMPROVEMENTS:

HOT-MIX ASPHALT SURFACE REMOVAL, 25"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F”, IL 9.5mm, N9O, (%)

POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL 4.75mm, N50, (3/4')

COMBINATION CONCRETE CURB AND REMOVAL AND REPLACEMENT (AS DETERMINED BY THE ENGINEER)
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